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TOP VIEW

Locking Weatherproof
Mounting. 72 Tooth
Serrations at 5°
Increments.

(Top and Bottom)

V4" Stainless Steel
Wing Nut Eye Bolt
Latch Assembly.

(Two per Housing)
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Location can
Vary
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Stainless Steel
Hinge Pin.

FRONT VIEW

——— Serrated Boss to Provide
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(Two per Housing)

DIMENSION GTE ECONOLITE| McCAIN | SIEMENS % PEEK
A 19.5 17.94 18.5 18.75 18.5
B 18.75 18.73 18.7 19.0 18.75
C 9.0 7.0 9.1 7.5 9.0
D 16.0 16.0 15.8 16.0 16.0
E NK NK 6.5 16.75 16.75
F NK 4.87 1.3 7.0 1.0
G NK NK 10.0 10.0 10.0
H NK NK 15.0 15.0 15.0
| NK 16.37 6.7 16.75 16.75
J NK NK 17.4 15.0 16.0
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DIMENSIONS FOR PEDESTRIAN 16" X 18" (HEIGHT X WIDTH)

MESSAGE BEARING SURFACE SIGNAL HOUSING

All Dimensions in Decimal Inches

\

=

Cast
Aluminum
Housing D B
JANEEI| IMJ
F = H
c PLAN SYMBOLS
DESIGN APPROVED ARIIZ_I(_)ENéA g[E)PAR-I'-rIQAENSTP(())IIQ:TT$IAONSFI>:)(|)RI'|'SAISION REVISION 01/12
N MODAL AN A N DIV N
RIGHT SIDE VIEW SIGNATURE TRAFFIC SIGNALS AND LIGHTING GRAWIG .
STANDARD DRAWINGS
R T.5. 8-7
PEDESTRIAN SIGNAL ASSEMBLY
NOT TO SCALE ON FILE HOUSING SHEET NO. > OF 3

5:43:44 PM

172672012

vi\traffic\dev\tr_dev\english_stds\signal_light\current_stds\ets8-7b.dgn




