NOTES:

1. See Specifications for construction requirements.
2. For cabinet lock details, see T.S. 3-6.
3. For painting see Specifications.
4. Material, 10 gauge aluminum or 14 gauge steel.
5. The door shall be rain tight and dust proof.
6. For size and position of anchor bolts see Foundation Detail T.S. 2-4. Anchor bolts shall be furnished with cabinet.
7. Shelves shall be removable and adjustable for vertical spacing. Shelves shall be fabricated from sheet steel.
8. For door stop detail, see T.S.3-9.
9. Install 20 Amp, 120 Volt coil, 2-pole contactor.
10. Install a manual-off-photo lighting control switch as shown on T.S.3-3.

SECTION A-A

Photo Electric Cell per T.S.15-1, Mount "A", as called for on plans.
Door stop. See Note 8.
See Ventilation detail on T.S. 3-10.

PLAN SYMBOL

POLICE PANEL

Gasket Sealing Bead

Signed by

DESIGN APPROVED

ARIZONA DEPT. OF TRANSPORTATION
INTERMODAL TRANSPORTATION DIVISION
TRAFFIC SIGNALS & LIGHTING
STANDARD DRAWINGS

APPROVED FOR DISTRIBUTION

SIGNATURE

ON FILE

TYPE V
CONTROL CABINET

T.S. 3-10