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(202ASB, 10/21/21)

SECTION 202	REMOVAL OF STRUCTURES AND OBSTRUCTIONS:

202-3.10	Removal of Asbestos Material and Asbestos Concrete Pipe: the first paragraph of the Standard Specifications is revised to read:

The Department has tested and determined that the (describe where the asbestos containing material was found) contains asbestos.  The work under this subsection consists of removal, handling, and satisfactory disposal of the asbestos materials in accordance with the requirements specified herein.

202-3.10(B)	Asbestos Abatement Subcontractor: the third paragraph of the Standard Specifications is revised to read:
	
The asbestos abatement subcontractor shall have three years of documented experience performing related work with the aforementioned, valid certification.

202-4	Method of Measurement: The second paragraph of the Standard Specifications is revised to read:

Removal of asbestos materials will be measured by the square foot, of the surface area that the material will be removed. Every location from which the material will be removed will be measured to the nearest 0.1 square foot. The total cumulative measurement of all the locations will be rounded up to the nearest square foot.

202-5	Basis of Payment: The fourth paragraph of the Standard Specifications is revised to read:

[bookmark: _GoBack]Payment for removal of asbestos material will be made at the contract unit price per square foot, which price shall be full compensation for the work, complete in place, including development of the removal plan, removal, handling, and disposal of the asbestos material.
202 ASB - 1/1
