APPROVED AS NCHRP 350 T3 TERMINAL VIA ADOT PRODUCT EVALUATION
PROGRAM 05/16/11. THIS DRAWING SUPERCEDES 01/10/03.

NOTES: . & BN 30000 BILL OF MATERIAL
1.) THE 5/8” FLAT WASHER IS USED UNDER THE NUT, BEHIND THE POST. =
NO WASHER IS USED AT THE RAIL. 5 PN Y DESCRIPTION
2.) MANUFACTURER SUGGESTS CUSTOMER TO PROVIDE REFLECTORIZATION OF TERMINAL < 2 ~ PN 338796 PN 9076 Q ]
3.) TOE-NAIL 3" FROM TOP OF EACH SIDE OF BLOCK, TO THE PQOST, TO PREVENT ROTATION § 3G 1 12/121 /%CKUP (GUARDRAIL)
4.) REFER TO MANUFACTURERS’ INSTALLATION MANUAL FOR ADDITIONAL INSTRUCTIONS. | 96 1 12/126/6°3/5 (GUARDRALL)
5.) LEAVEOUT MATERIAL SHALL CONSIST OF A 1-SACK GROUT MIX OR OTHER NON-COHESIVE 306 1 W2/W216/S SRT-1 (CUARDRAIL)
MATERIAL (FULL DEPTH OF ASPHALT) AS APPROVED BY THE ENGINEER. PN 99606 396 ] 12/12'6 /S SRT-2 (GUARDRAIL)
6.) LEAVEQUTS ARE REQUIRED WHEN ANY THICKNESS OF CONCRETE IS USED. LEAVEOUT DIMENSIONS L 700A | 1 CABLE ANCHOR BRACKET
WILL BE SAME AS WHAT IS SHOWN, SEE ASPHALT LEAVEQUT DETAL. 2 9076 | 1 12 /BUFFER /ROLLED  (TERMINAL)
o OFFSET NOTE; 30006 | 1 3/4 x 66 CABLE
g THE RAIL OFFSET DIMENSION IS GIVEN TO THE FACE OF RAIL 33006 | 15 | 5/8" WASHER
s AT POST No 1 (HBA) 33406 | 59 | 5/8" HEX NUT
o 33606 | 44 | 5/870 x 1 1/4" SPLCE BOLT
i” 33806 | 8 5/8"¢ x 11/2" HEX HD BOLT
TFACE OF RAL - ‘ N 34006 | 2 5/8"¢ x 2" POST BOLT
35806 | 5 5/8"¢ x 18" POST BOLT
! DEFLECTOR ANGLE (MIGH END) OF SLOT GUARD SHOULD DgNNgTG /fTTTT/fCCHHEgA‘[OTZOSgSZT ) 3701G | 10 | 3/4” WASHER
MEASURED AT\ o BE POSITIONED. IMMEDIATELY DOWNSTREAM OF SLOTS. o o o - 37016 | 4 S e N
BACK OF RAH 63 } 6-3 } 63 } 6-3 } -3 6-3 } 57186 | 4 | 3/4'9 x 3 HEX HD BOLT (A325)
- 39006 | 1 1" WASHER
STANDARD. CUARDRAIL 2RT=350 i PN 3360G & PN 33406 | i C 1 BlPn 33606 & PN 33400\ | A | PN 3360 & PN 33406 | | 1060 | 2 | 7 HEX NUT
1 i | ;\ i [T -l T w65 |5 T EOFOTE TS
T l A —— ¥ ] ?¥ T \1\ | — 40758 | 5 147 BLOCK 6 x 8
o : * : | 1 | I E— ‘ e — % ‘ 1 e | } °§ 42546 | 5 | 3/8" WASHER
2! M ASPHALT T T T T i 5" 5” 42586 | 4 3/8" LOCKWASHER
o i " g
! /SURFACE | | | | ] AFTER FINAL ASSEMBLY, RECHECK CABLE TO MIN MIN 4261G | 1| 3/8° x 1 1/2" HEX HD BOLT (R 5)
i i i i rea BE SURE IT IS TAUT AND HAS NOT RELAXED. 46996 | 4 3/4” LOCKWASHER
\ ! \ I PN 95 1 P 396 1| I PN 306 Ff PN 3380G W/PN 33406 ‘ 63216 | 4 3/87¢ x 2" HEX HD BOLT (GR 5)
I 1 Il Il Il & PN 33006 UNDER PN 3380G | 64050 | 5 378 HEX NUT
] i i i i PN 3360G & PN 33406 | | B REQD AT PN 7004 B PNE321 Wy 4208, PNAZ54 & PNG405 i 99600 | 4 S{OT CUARD
I Ll 1] L L | | INSTALL WITH HEAD ON STRUT SIDE
I [ ‘ [ | ‘ | | ‘ | | ‘ | 6 REQD AT EACH PN 99606 L | W/WASHER & LOCKWASHER UNDER HEX NUT - 99616 | 1 3/8 x 3 x 4 PLATE WASHER
11 I [ I I L I s G 33876A | 1 HBA POST 1 TOP (W6 x 8.5)
- | . o L I N 33877A] 1| HBA POST 2 TOP (W6 x 8.5)
LJ L L] L1 S LB | | PN 338790—" o 33878A| 2 | HBA POST 1 & 2 BOT (15 6 x 4)
@ @ @ @ @ I I i 338796 | 2 | ANGLE STRUT 2 x 2 x 3/8
I } \ PN3718 W/ PN3701, PN4699 & PN3704 338806 | 1 1 x 6 x B BEARING PLATE
} } | } INSTALL WITH HEAD ON STRUT SIDE G 338816 | 1 |CABLE WEB PL 4 x 1/4
LEAVEQUT (FULL DEPTH OF ASPHALT) PN 40638 o | | W/WASHER & LOCKWASHER UNDER HEX NUT
” H LEAVEQUT IN ASPHALT AT POSTS MAY BE REQUIRED A U L
11/2"7 MIN 8" MIN 5 (SEE ASPHALT LEAVEOUT DETAIL) )
* JALCEE SV
=1 SEE NOTE 5 - (SEE NOTE 6) @ @ e RECESS I RECESS IN ASPHALT MAY NOT BE FILLED
= Z 10 ASSURE HBA POST WITH COMPACTED ASPHALT OR CONCRETE.
> foa] FUNCTION. DETA‘L ”G”
i h 8 (@ POST #)
N 8'x 6 ] y
= o bjoexb 4 ,
. WooD POST — STACK 2-3 WASHERS ON 3/4” BOLT
mr 7 % BETWEEN POST PLATE & STRUT TO ALLOW TRAFFIC SIDE PN4261G W/ PNB405G & PN4254G PN 33881G
& STRUT TO PASS QVER 3/8" BOLT HEAD. ATTACHES TO WEB OF POST #1
2 PN 33876A TRAFFIC SIDE
Taveour / PN 338806
LEAVEOUT ——t-
LEAVEOUT IS REQUIRED IF THIS - P34ee Wﬁ/a%NO%WG INSTALL PLATE SO SLOT
DISTANCE IS GREATER THAN 18" OR /
‘

ASPHALT THICKNESS EXCEEDS 1 1/2" NOMINAL (2" MAX)

ASPHALT LEAVEOUT DETAIL
(TYP @ POSTS #3 THRU 7) (SEE NOTES 5 & 6)

|

/ PN 33877A
- YA .
! PN3400G W/PN3340G & PN33006 \ |y OPENING IS AT TOP
DO NOT ATTACH RAIL TO POST 2 | L PN 907G |—PN 3000G W/ PN 39106 EACH END
il & PN 3900G OPP END
F W [o o] ]
-

et OIS S=T-350

PN3580G W/PN3340G & PN3300G PN 40635 oN 40653 H SEE DETAIL 1" SEE DETAIL "G 1]
TOP OF RAIL f SEE NOTE 1 —— PN 3G
/,\?4 PN3580G W/PN3340G & PN3300G l(\\ | ]]E“ﬁ[[ = __
.
f( '\‘ 7::!:::: SEE NOTE 3 e — S —— ‘ | (— PN6321 W/ PN4258, PN4254 & PN6405
sl * PROVIDE RECESS IN - INSTALL WITH HEAD ON STRUT SIDE
P ASPHALT AS INDICATED RECESS IN ASPHALT MAY NOT BE FILLED | ] — W/WASHER & LOCKWASHER UNDER HEX NUT
=l SEE NOTE 1 o TO ASSURE HBA POST WITH COMPACTED ASPHALT OR CONCRETE, ‘ |
T8 BN 40758 FUNCTION. —— L VIEW "G-GC
= | ‘ @ POST #1
|5 PN 9G OR 396G ASPHALT SURFACE (@ rosT #2) | \ ( #)
oN 40753 LEAVEOUT AT POST MAY BE |
) REQUIRED. (SEE DETAIL ABOVE) ) ! !
} } < 2 LH [5/16/11 |ADDED ASPHALT LEAVEOUT DETAIL & NOTES.
PN37I8 W/ PN3701, PN4699 & PN3704 PN6321 W/ PNA25E, PNAZ54 & PN6405 | \ = 1 MB |B—30-02|ADDED RECESS IN ASPHALT AT POST 1 & 2, ADDED SPLCE LAP NOTE,
INSTALL WITH HEAD ON STRUT SIDE N INSTALL WITH HEAD ON STRUT SIDE } }‘¥ / i CHKD DATE REMARKS
W/WASHER & LOCKWASHER UNDER HEX NUT W/WASHER & LOCKWASHER UNDER HEX NUT | | PN 33878A
I \
I \
I \
I \

NEEAK ﬁ B i SLOTTED RAIL TERMINAL SRT—350 S
| PN 338796 h FRECTION DETAILS T se
‘ SECTION "A—A ENLARGED VIEW @ POST #1 12.5" PANELS, HBA POSTS NI
( @ POST #2) ARIZONA DATE 5/21/02
67 MIN. The drawings and the information shown th ighted by Trinit ENG. FILE # 55355-01F
Highoy Producie (2011) and the <ole preperty of Trnty Hamy Procucts. | o TRINITY HIGHWAY PRODUCTS, LLC.  [sime ¢ or |
SECTION ”C,C” SECTION ”B*B” VIEW ”H*H” Ntegthermthe tf}rofwifngs %thsg‘ch informovtfivonuis fto beh L:jsefd forTuvn‘yt pti_(r‘p%se 2525 STEMMONS FREEWAY CRRIE G o
“@ POST 44 & 48 @ PnoT 1) other than that for which it was specifically furnished from Trinity Highwa - -
< @ POST #4 & #6) < @ POSTS #3, #5 & #7> ( @ POST #2> Products, LLC., nor is any reproducpﬁon out?or\'zed without wriﬁenypergmiss'\yon‘ ‘ ' DALLAS, TX 75207 SS 355 2
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