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NOTE: N CSP CORRUGATED STEEL PIPE CAP - CORRUGATED ALUMINUM PIPE
NOTE: NOTE: PIPE OPTIONS SELECTED ARE THOSE REQUIRED TO RIC RCP REINFORCED CONCRETE PIPE FANA [ PROCT NO. | SPEET[ TOTAL [
THE ZEROS IN PARENTHESES (0, 0.0 & 0.000) INDICATE FOR PIPE CULVERT PLACEMENT SEE REGION NO. | SHEETS
THE DIMENSIONAL PRECISION FOR THAT COLUMN STANDARD DRAWINGS C-13.10 AND C-13.15 MEET MINIMUM SERVICE LIFE. C|H NRCP NON-REINFORCED CONCRETE PIPE 9 |[we
. : ALLOWABLE PIPE OPTIONS ARE INDICATED WITH THE | N ] |D| | NRCIPCP - NON-REINFORCED CAST-IN-PLACE CONCRETE PIPE
LETTER 'X' IN THE SPACE. BLANK SPACES ARE NOT R PlPIP CHDPEP CORRUGATED HIGH-DENSITY POLYETHYLENE PIPE
ALLOWABLE ALTERNATES. Clclelp CPPP CORRUGATED POLYPROPYLENE PIPE
DESCRIPTION CSP CAP RCP |[P|P|P|P END TREATMENT | QUANTITIES |
In. In. Degree In. Coating In. In. Each Catch Basin, Manhole, Cubic Yard /

Headwall & Junction Structure
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B T NANE DATE | ARIZONA DEPARTMENT OF TRANSPORTATION
INFRASTRUCTURE DELIVERY AND OPERATIONS DIVISION
FILL HEIGHT RANGE TABLE (Ft.) @ PIPE CORRUGATION ORAIN ROADWAY DESIGN SECTION
RANGE NO. 1{2|3(4|5| 6| 7|89 ]|10]|1|I12 Al 2%xY [ D] 6x2 ﬁ:if"‘i'zm
FILL > 13|58 (1 |15]20[25]|30|40|55| 70 B 3xl 3Ixl NEW PIPE SUMMARY SHEET
g HEIGHT (Ft+.) [ < [3|5|8 |11 |15[20|25| 30|40 |55 70| 90 E or
& © SHOULD FIELD CONDITIONS VARY FROM THE RANGE INDICATED, CONTACT DESIGN C| 9x2/>7 9x2/> Route LOCATION
H FOR RE-EVALUATION OF PIPE DESIGN REQUIREMENTS. SHEET OF
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